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OPERATING PANEL CONTROL MODE

0 PWM PROFILE A 3 - PWM SIGNAL ON

ALARM STATUS FAULT

BLOCKED

LOW VOLTAGE

ELECTRICAL ERROR

PWM SIGNAL OFF PWM SIGNAL ON

UPMA

OPERATING PANEL CONTROL MODE

0 PROPORTIONAL PRESSURE AUTO ADAPT

1 CONSTANT PRESSURE AUTO ADAPT

2 PROPORTIONAL PRESSURE 1

3 CONSTANT CURVE 1

4 CONSTANT CURVE 2

5 CONSTANT CURVE 3 - MAX
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Wanneer de stekker in randgeaarde WCD wordt geplaatst, zal de pomp starten in de fa-
brieksinstelling “Constante druk, AutoAdapt”. Deze instelling is speciaal voor vloerverwarming 
geselecteerd. Het benodigd vermogen wordt door de pomp zelf berekend en verdere hande-
lingen zijn niet nodig.

Uiteraard dient de pomp zoals alle z.g. natlopers, te allen tijde te draaien zodra deze onder 
water staat. Ook als de installatie (nog) niet is opgeleverd dient de pomp te blijven draaien. 
Het vastzitten van de as wordt hiermee voorkomen. Indien de pomp in natte toestand zonder 
stroom komt, vervalt  de garantie.


